Engine Heating Products

TPS Tank Heaters

Coolant Volumes up to 12 Liter

Specifications

* Housing material: Polyphenylene Sulfide (PPS).
e Corrosion resistant construction.

e Vibration and shock proof

* Reduced heat loss for more efficient operation.
* Compatible with all chemicals.

* Incoloy element for longer service life.

e Thermostatically controlled. Also available with adjustable
thermostat.

View of a TPS tank heaten

The TPS heater is assembled with a built-in

* Compact design requires minimal mounting space. thermostat and 1.3 mtr power cord.

e All parts are field replaceable

Thermostat
Range

Model Number Volts Phase Watts Amps
On Off

TPS052GT8-000 240 1 500 2.1 27°C 38°C
TPS052GT10-000 240 1 500 2.1 38°C 49°C
TPS052GT12-000 240 1 500 2.1 489°C 60°C
TPS102GT8-000 240 1 1000 4.2 27°C  38°C
TPS102GT10-000 240 1 1000 4.2 38°C 49°C
TPS102GT12-000 240 1 1000 4.2 48°C 60°C
TPS152GT8-000 240 1 1500 6.3 27°C  38°C
TPS152GT10-000 240 1 1500 6.3 38°C 49°C
TPS152GT12-000 240 1 1500 6.3 49°C  60°C
TPS202GT8-000 240 1 2000 8.3 27°C 38°C
TPS202GT10-000 240 1 2000 8.3 38°C 49°C
TPS202GT12-000 240 1 2000 8.3 49°C 60°C

SMALL TANK HEATERS DIMENSIONS

HOSEBARB
15.9 mm HOSE

2 PLACES /’ OUTLET
\ 6.4 (4X) HOLES
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